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FortiSwitch 424D-FPOE

SPECIFICATIONS

FORTISWITCH 424D FORTISWITCH 424D-POE FORTISWITCH 424D-FPOE

Hardware Specifications

Total Network Interfaces 24x GE RJ45 and 2x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

24x GE RJ45 and 2x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

24x GE RJ45 and 2x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

Dedicated Management 10/100 Port 1 1 1

RJ-45 Serial Console Port 1 1 1

Form Factor 1 RU Rack Mount 1 RU Rack Mount 1 RU Rack Mount

Power over Ethernet (PoE) Ports — 24 (802.3af/at) 24 (802.3af/at)

PoE Power Budget N/A 185 W 370 W

Mean Time Between Failures > 10 years > 10 years > 10 years

System Specifications

Switching Capacity 88 Gbps 88 Gbps 88 Gbps

Packets Per Second 131 Mpps 131 Mpps 131 Mpps

MAC Address Storage 16K 16K 16K

Network Latency < 1µs < 1µs < 1µs

VLANs Supported 4K 4K 4K

IPv4/IPv6 Dual Stack Routing Ready Hardware Yes Yes Yes

Link Aggregation Group Size 8 8 8

Total Link Aggregation Groups 13 13 13

Packet Buffers 1.5 MB 1.5 MB 1.5 MB

DRAM 1 GB 1 GB 1 GB

FLASH 128 MB 128 MB 128 MB

Dimensions

Height x Depth x Width (inches) 1.75 x 10.12 x 17.3  1.75 x 10.12 x 17.3  1.73 x 12.2 x 17.5  

Height x Depth x Width (mm) 44 x 250 x 440 44 x 250 x 440 44 x 310 x 440

Weight 7.14 lbs  (3.24 kg) 8.42 lbs  (3.82 kg) 10.64 lbs  (4.83 kg)

Environment

Power Required 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz

Power Supply AC built in AC built in AC built in

Redundant Power Dual power supplies Optional FRPS-740 Optional FRPS-740

Power Consumption (Average / Maximum) 17.3 W / 17.2 W 208 W / 210 W 397 W / 403 W

Heat Dissipation 69 BTU/h 89 BTU/h 100 BTU/h

Operating Temperature 32–122°F  (0–50°C) 32–122°F  (0–50°C) 32–122°F  (0–50°C)

Storage Temperature -4–158°F  (-20–70°C) -4–158°F  (-20–70°C) -4–158°F  (-20–70°C)

Humidity 10–90% non-condensing 10–90% non-condensing 10–90% non-condensing

Certification and Compliance

                                               FCC, CE, RCM, VCCI, BSMI, UL, CB, RoHS2

Warranty

Fortinet Warranty                                                Limited lifetime* warranty on all models

* Fortinet Warranty Policy: http://www.fortinet.com/doc/legal/EULA.pdf

FortiSwitch 424D FortiSwitch 424D-POE
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FortiSwitch 448D-FPOE

SPECIFICATIONS

FORTISWITCH 448D FORTISWITCH 448D-POE FORTISWITCH 448D-FPOE

Hardware Specifications

Total Network Interfaces 48x GE RJ45 and 4x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

48x GE RJ45 and 4x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

48x GE RJ45 and 4x10 GE SFP+ ports 
Note: SFP+ ports are compatlble with 1 GE SFP

Dedicated Management 10/100 Port 1 1 1

RJ-45 Serial Console Port 1 1 1

Form Factor 1 RU Rack Mount 1 RU Rack Mount 1 RU Rack Mount

Power over Ethernet (PoE) Ports — 48 (802.3af/at) 48 (802.3af/at)

PoE Power Budget N/A 370 W 740 W

Mean Time Between Failures > 10 years > 10 years > 10 years

System Specifications

Switching Capacity 176 Gbps 176 Gbps 176 Gbps

Packets Per Second 262 Mpps 262 Mpps 262 Mpps

MAC Address Storage 16K 16K 16K

Network Latency < 1µs < 1µs < 1µs

VLANs Supported 4K 4K 4K

IPv4/IPv6 Dual Stack Routing Ready Hardware Yes Yes Yes

Link Aggregation Group Size 8 8 8

Total Link Aggregation Groups 26 26 26

Packet Buffers 1.5 MB 1.5 MB 1.5 MB

DRAM 1 GB 1 GB 1 GB

FLASH 128 MB 128 MB 128 MB

Dimensions

Height x Depth x Width (inches) 1.75 x 12.2 x 17.3 1.73 x 16.1 x 17.3 1.73 x 16.1 x 17.3  

Height x Depth x Width (mm) 44 x 310 x 440 44 x 410 x 440 44 x 410 x 440

Weight 9.15 lbs  (4.15 kg) 13.44 lbs  (6.1 kg) 15.45 lbs  (7.01 kg)

Environment

Power Required 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz

Power Supply AC built in AC built in AC built in 

Redundant Power Dual power supplies Optional FRPS-740 Dual power supplies

Power Consumption (Average / Maximum) 38 W / 38 W 417 W / 419 W 790 W / 792 W

Heat Dissipation 147 BTU/h 177 BTU/h 193 BTU/h

Operating Temperature 32–122°F  (0–50°C) 32–122°F  (0–50°C) 32–122°F  (0–50°C)

Storage Temperature -4–158°F  (-20–70°C) -4–158°F  (-20–70°C) -4–158°F  (-20–70°C)

Humidity 10–90% non-condensing 10–90% non-condensing 10–90% non-condensing

Certification and Compliance

                                                    FCC, CE, RCM, VCCI, BSMI, UL, CB, RoHS2

Warranty

Fortinet Warranty                                                     Limited lifetime* warranty on all models

* Fortinet Warranty Policy: http://www.fortinet.com/doc/legal/EULA.pdf

FortiSwitch 448D FortiSwitch 448D-POE
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FORTISWITCH 524D FORTISWITCH 524D-FPOE FORTISWITCH 548D FORTISWITCH 548D-FPOE

Hardware Specifications

Total Network Interfaces 24 GE/RJ45 ports,  
4x 10 GE SFP+ ports and  
2x 40 GE QSFP 
Note: SFP+ ports are compatible 
with 1G SFP

24 GE/RJ45 ports,  
4x 10 GE SFP+ ports and  
2x 40 GE QSFP 
Note: SFP+ ports are compatible 
with 1G SFP

48x GE/RJ45 ports,  
4x 10 GE SFP+ ports and  
2x 40 GE QSFP 
Note: SFP+ ports are compatible 
with 1G SFP

48x GE/RJ45 ports,  
4x 10 GE SFP+ ports and  
2x 40 GE QSFP 
Note: SFP+ ports are compatible 
with 1G SFP

Dedicated Management 10/100/1000 Ports 1 1 1 1

RJ-45 Serial Console Port 1 1 1 1

Form Factor 1 RU Rack Mount 1 RU Rack Mount 1 RU Rack Mount 1 RU Rack Mount

Power over Ethernet (PoE) Ports N/A 24 (802.3af/at) N/A 48 (802.3af/at)

PoE Power Budget N/A 400 W N/A 750 W

Mean Time Between Failures > 10 years > 10 years > 10 years > 10 years

System Specifications

Switching Capacity 288 Gbps 288 Gbps 336 Gbps 336 Gbps

Packets Per Second 428 Mpps 428 Mpps 512 Mpps 512 Mpps

MAC Address Storage 96K 96K 96K 96K

Network Latency < 2µs < 2µs < 2µs < 2µs

VLANs Supported 4K 4K 4K 4K

IPv4/IPv6 Dual Stack Routing Ready Hardware Yes Yes Yes Yes

Link Aggregation Group Size 24 24 48 48

Total Link Aggregation Groups 15 15 26 26

Packet Buffers 4 MB 4 MB 4 MB 4 MB

DRAM 2 GB 2 GB 2 GB 2 GB

FLASH 128 MB 128 MB 128 MB 128 MB

Dimensions

Height x Depth x Width (inches) 1.75 x 13.8 x 17.3 1.75 x 13.8 x 17.3 1.75 x 13.8 x 17.3 1.75 x 13.8 x 17.3

Height x Depth x Width (mm) 44 x 350 x 439 44 x 350 x 439 44 x 350 x 439 44 x 350 x 439

Weight 13.6 lbs  (6.2 kg) 15.74 lbs  (7.14 kg) 14.1 lbs  (6.4 kg) 15.74 lbs  (7.14 kg)

Environment

Power Required 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz 100–240V AC, 50–60 Hz

Power Supply 150 W AC PSU 600 W  AC PSU 150 W AC PSU 920 W AC PSU

Redundant Power Optional FS-PSU-150  
(for 150 W backup only)

Optional FS-PSU-600  
(for 600 W for additional PoE)

Optional FS-PSU-150  
(for 150 W backup only)

Optional FS-PSU-900  
(for 900 W for additional PoE)

Power Consumption (Average / Maximum) 73 W / 75 W 570 W / 579 W (full PoE load) 74 W / 77 W 925 W / 961 W (full PoE load)

Heat Dissipation 247 BTU/h 296 BTU/h (full PoE loading) 252 BTU/h 318 BTU/h (full PoE loading)

Operating Temperature 32–113°F  (0–45°C) 32–113°F  (0–45°C) 32–113°F  (0–45°C) 32–113°F  (0–45°C)

Storage Temperature -40–158°F  (-40–70°C) -40–158°F  (-40–70°C) -40–158°F  (-40–70°C) -40–158°F  (-40–70°C)

Humidity 5–95% non-condensing 5–95% non-condensing 5–95% non-condensing 5–95% non-condensing

Certification and Compliance

                                                                        FCC, CE, RCM, VCCI, BSMI, UL, CB, RoHS2

Warranty

Fortinet Warranty                                                                         Limited lifetime* warranty on all models

* Fortinet Warranty Policy: http://www.fortinet.com/doc/legal/EULA.pdf

SPECIFICATIONS
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FortiSwitch™ Secure Access Series

Product SKU Description

FortiSwitch 108D-POE FS-108D-POE L2 PoE Switch — 8x GE RJ45 ports (including 8x PoE ports with 75 W power budget), 2x shared media pairs (including 2x GE RJ45, 2x GE SFP slots). 
Fanless switch. FortiGate switch controller compatible.

FortiSwitch 124D FS-124D L2 Switch — 24x GE RJ45 ports, 2x GE SFP slots. Fanless switch. FortiGate switch controller compatible.

FortiSwitch 124D-POE FS-124D-POE L2 PoE Switch — 24x GE RJ45 ports (including 12x PoE+ ports with 100 W power budget), 2x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 224D-POE FS-224D-POE L2 PoE Switch — 20x GE RJ45 ports (including 12x PoE ports with 185 W power budget), 4x shared media pairs (including 4x GE RJ45,  
4x GE SFP slots). FortiGate switch controller compatible.

FortiSwitch 224D-FPOE FS-224D-FPOE L2 PoE+ Switch — 24x GE RJ45 ports, 2x 1 GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 248D FS-248D L2 Switch — 48x GE RJ45 ports, 4x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 248D-POE FS-248D-POE L2 PoE Switch — 48x GE RJ45 ports (24 PoE), 2x 1 GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 248D-FPOE FS-248D-FPOE L2 PoE+ Switch — 48x GE RJ45 ports, 4x 1 GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 224E FS-224E L2/L3 Switch — 24x GE RJ45 ports, 4x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 224E-POE FS-224E-POE L2/L3 PoE+ Switch — 24x GE RJ45 ports including 12x PoE+ ports, 4x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 248E-POE FS-248E-POE L2/L3 PoE+ Switch — 48x GE RJ45 ports (24 PoE+ capable), 4x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 248E-FPOE FS-248E-FPOE L2/L3 PoE+ Switch — 48x GE RJ45 ports full PoE+, 4x GE SFP slots. FortiGate switch controller compatible.

FortiSwitch 424D FS-424D L2 Switch — 24x GE RJ45 ports, 2x 10 GE SFP+ ports, FortiGate switch controller compatible.

FortiSwitch 424D-POE FS-424D-POE L2 PoE+ Switch — 24x GE RJ45 ports, 2x 10 GE SFP+ slots. 185 W power budget. FortiGate switch controller compatible.

FortiSwitch 424D-FPOE FS-424D-FPOE L2 PoE+ Switch — 24x GE RJ45 ports, 2x 10 GE SFP+ slots. FortiGate switch controller compatible.

FortiSwitch 448D FS-448D L2 Switch — 48x GE RJ45 ports, 4x 10 GE SFP+ slots. FortiGate switch controller compatible.

FortiSwitch 448D-POE FS-448D-POE L2 PoE+ Switch (185 W) — 48x GE RJ45 ports, 4x 10 GE SFP+ slots. FortiGate switch controller compatible.

FortiSwitch 448D-FPOE FS-448D-FPOE L2 PoE+ Switch (370 W) — 48x GE RJ45 ports, 4x 10 GE SFP+ slots. FortiGate switch controller compatible.

FortiSwitch 524D FS-524D L2 Switch — 24x GE RJ45 ports, 4x 10 GE SFP+ slots, 2x 40 GE QSFP+ slots. FortiGate switch controller compatible.

FortiSwitch 524D-FPOE FS-524D-FPOE L2 PoE+ Switch — 24x GE RJ45 ports, 4x 10 GE SFP+ slots, 2x 40 GE QSFP+ slots. FortiGate switch controller compatible.

FortiSwitch 548D FS-548D L2 Switch — 48x GE RJ45 ports, 4x 10 GE SFP+ slots, 2x 40 GE QSFP+ slots. FortiGate switch controller compatible.

FortiSwitch 548D-FPOE FS-548D-FPOE L2 PoE+ Switch — 48x GE RJ45 ports, 4x 10 GE SFP+ slots, 2x 40 GE QSFP+ slots. FortiGate switch controller compatible.

Accessories

FortiSwitch Advanced Features License FS-SW-LIC-200 SW License for FS-200 Series Switches to activate Advanced Features.

FS-SW-LIC-400 SW License for FS-400 Series Switches to activate Advanced Features.

FS-SW-LIC-500 SW License for FS-500 Series Switches to activate Advanced Features.

External Redundant AC Power Supply FRPS-740 Redundant AC power supply for up to 2 units: FS-124D-POE, FS-224D-FPOE, FS-248D-FPOE, FS-424D-FPOE, FS-448D-POE and FS-424D-POE.

Redundant AC Power Supply FS-PSU-150 AC power supply for FS-548D and FS-524D. 

FS-PSU-600 AC power supply for FS-524D-FPOE.*

FS-PSU-900 AC power supply for FS-548D-FPOE.*

* Provides additional PoE capacity.

For a list of available Transceiver modules, see the Fortinet Transceivers datasheet.

ORDER INFORMATION


